EMERGENCY PROCEDURES DIAGNOSTIC TEST

NOTE:  Circle steps to indicate pilot not flying (PNF) duties

EMERGENCY SHUTDOWN:

	1.
	

	2.
	

	3.
	


SMOKE & FUMES ACTIONS:

	1.
	

	2.
	

	3.
	

	4.
	

	5.
	


ENGINE MALFUNCTION BEFORE V1:

	1.
	

	2.
	

	3.
	


ENGINE MALFUNCTION AT OR AFTER V1:
	1.
	

	2.
	

	3.
	

	4.
	


If engine failure, no feather.

	5.
	


After commencement of third segment, Minimum 400’ AGL.

	6.
	

	7.
	

	8.
	

	9.
	


ENGINE MALFUNCTION OR PRECAUTIONARY ENGINE SHUTDOWN DURING FLIGHT:

	1.
	

	2.
	

	3.
	

	4.
	


TWO ENGINES INOPERATIVE OPERATIONS:

	1.
	

	2.
	

	3.
	

	4.
	


TWO ENGINE GO-AROUND OR MISSED APPROACH PROCEDURE:

	1.
	

	2.
	

	3.
	

	4.
	

	5.
	


ALL ENGINES INOPERATIVE:

	1.
	


OVERTEMPERATURE (OTHER THAN STARTING):

If T5 exceeds 800( C and cannot be controlled by reducing the power lever:

	

	


ENGINE NG OVERSPEED:

	1.
	

	2.
	


If there is no response to power lever movement:

	3.
	


Below 1,500 FT/LB Torque:

	4.
	


ABNORMAL OIL PRESSURE:

	1.
	


	
	

	
	


or land as soon as practicable using minimum power on that engine.

PROPELLER OVERSPEED:

	1.
	

	2.
	

	3.
	

	4.
	


If propeller does not feather:

	
	


ENGINE FIRE OR SEVERE ENGINE DAMAGE
 ON GROUND:

	1.
	

	2.
	

	3.
	

	4.
	

	5.
	

	6.
	

	7.
	

	8.
	

	9.
	


IN FLIGHT:

	1.
	

	2.
	

	3.
	

	4.
	

	5.
	


APU FIRE OR SEVERE ENGINE DAMAGE:

	1.
	

	2.
	


If APU FIRE PUSH indicator is still illuminated:

	3.
	

	4.
	

	5.
	

	6.
	

	7.
	


FIRE DETECTION SYSTEM FAILURE:

	1.
	

	2.
	


FUSELAGE FIRE OR SMOKE EMERGENCIES

IN AFT BAGGAGE COMPARTMENT:

	1.
	


IN FLIGHT COMPARTMENT:

	1.
	


IN CABIN:

	1.
	


UNKNOWN SOURCE OF SMOKE:

	1.
	


ELECTRICAL SYSTEM SMOKE OR FIRE IN FLIGHT:

	1.
	


INVERTER FAILURES

PRIMARY INVERTER FAILED:

	1.
	


SECONDARY INVERTER FAILED:

	1.
	

	2.
	


AUXILIARY INVERTER FAILED:

	1.
	


TWO INVERTERS FAILED:

	1.
	

	2.
	


EMERGENCY DESCENT

NO STRUCTURAL DAMAGE INVOLVED:

	1.
	

	2.
	

	3.
	

	4.
	


STRUCTURAL DAMAGE INVOLVED:

	1.
	

	2.
	

	3.
	

	4.
	

	5.
	

	6.
	

	7.
	


FLIGHT CONTROL MALFUNCTIONS
ROLL AXIS JAM OR MALFUNCTION - CONTROL WHEEL IMMOVABLE:

	1.
	

	2.
	

	3.
	


ROLLS WITH NO CONTROL WHEEL IMPUT:

	1.
	


IF ROLL SPLR SWITCH LIGHT IS ON:

	1.
	

	2.
	


ELEVATOR CONTROL JAM IN FLIGHT:

	1.
	

	2.
	

	3.
	

	4.
	


If jam persists, relax control column force momentarily.

	5.
	

	6.
	


FAILURE OF ANY ONE TRAILING FLAP SEGMENT TO RETRACT FROM 45( TO 25( POSITION:

	1.
	


AILERON TRIM TAB RUNAWAY:

	1.
	


RUDDER CONTOL MALFUNCTION

RUD 1 or RUD 2 Switch Light Illumination:

	1.
	


RUDDER TRIM ACTUATOR RUNAWAY

	1.
	


PRESSURIZATION MALFUNCTIONS

IF CABIN PRESSURIZATION IS LOST WHEN OPERATING ABOVE 10,000 FEET, PERFORM THE FOLLOWING:

	1.
	









